Basic Steps for Weather-strip Installation
1. Unwrap the rubber, straighten it out and lay it in the sun for a few minutes if possible. This will make the weather-strip soft and will take out the wrinkles.

2. Clean the surface you will be applying the weather-strip to, removing all wax and dirt.

3. Attach each end of the weather-strip and glue down approximately 6 inches. This will keep from stretching the rubber too far one way or the other.

4. Make sure the weather-strip is aligned properly.

5. Apply a tape that will not ruin your paint, just outside of the area the weather-strip is being applied to. This will allow you to keep glue off of the paint where you don't want it. We recommend 3M Super Weather-strip Adhesive 08008 (Black) or equivalent. Apply according to manufacturers instructions.

6. Tape across the weather strip about every 12 inches to keep secure until adhesive is dry. 

Outer Door Window Weatherstrip Replacment -- 1 of 1

Date Published: 2001-06-15

Submitter's Name: Larry Barickman
Email Address: 
Corvetteforum.com Member Alias: 

When replacing the outer window seal it is not necessary to remove the door panel. Simply hold the new weatherstrip up to the old one still on the door. Mark the clip locations with masking tape on the side of the door so you won't have to guess where they are. Also note the three pop rivet locations. (one at each end and one about 2/3 to the front) Protect the window(down) with something like masking paper. Carefully pry the old weatherstrip off of the rivet starting at the front and then the pry it up off of the clips working toward the rear of the car. The weatherstrip is very soft so the rivet heads will pull through easy. With a sharpened screwdriver or long chisel a few light taps will cut the old rivet heads off. Now push the new weatherstrip in place and use a screw at each end in place of the pop rivets. Yes there will be one rivet that you can't do but it is close to a clip and the weatherstrip will stay put just fine. This saves a lot of time and hassling with the door panel. The entire job takes about fifteen minutes.
